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DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL  N/A
ANGULAR: MACH  BEND .5
ONE PLACE DECIMAL     .1
TWO PLACE DECIMAL    .01
THREE PLACE DECIMAL  .005
SURFACE FINISH 63 R.M.S.
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thermionics laboratory inc.
3118 Depot Rd., Hayward Ca. 94545
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TLG1200-220-11(ISO-K-320)-1230-ALUM

GATE VALVE OUTLINE DRAWING,
TLGISO320, VITON SEAL BONNET AND GATE,

PNEUMATIC ACTUATION, POSITION
INDICATORS, OUTLINE DRAWING

SPECIFICATIONS:
*PNEUMATIC ACTUATION
*NW250 PORT FLANGES
*VITON GATE AND BONNET SEAL
*VACUUM RANGE: 8X10-9 TORR
*LEAK TEST: 1X10-9 ATM CC/SEC OF HE
*BAKE TEMPERATURE: UP TO 100 C [212 F]
*LIFE: 250,000 CYCLES
*TIME FROM OPEN-CLOSE: <1.5 SEC
*OPERATING TEMPERATURE: UP TO 100 C [212 F]
*POSITION INDICATOR: 24VDC OR 115 VAC
*MATERIAL: ALUMINUMA A
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